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MicroHAWK V430-F
Autofocus Multicode Reader

Autofocus to read codes at different distances.
• Simple configuration with WebLink.

• 5 megapixel sensor available.

• Autofocus available.

• Alternate LED configuration available.

• Smallest in class.

• IP65 / IP67.

• Ethernet TCP/IP, EtherNet/IP, and PROFINET.

MicroHAWK V430-F

Mounting Options
Appearance Type Part Number

L Bracket Adjustable Angle Mounting Kit V430-AM0

¼-20 Camera Mounting Block Kit V430-AM1

4” (102 mm) Ram Mount Stand V430-AM2

APG Pan and Tilt Camera Mount V430-AM3

Nylon Screw and Washer Electrical Isolation Mounting Kit V430-AM4

MS-4 / MINI to V/F4XX-F Adapter Plate V430-AM5

Smart Ring Light to V/F4XX-F Mounting Bracket V430-AM6

QX / Vision HAWK to V/F4XX-F Adapter Plate V430-AM7
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Optics Options

* Note: V430-AF10, AF11, and AF12 are used for MicroHAWK V/F4X0-FXXXXXXX-XXX readers in this datasheet. The prior generation 
MicroHAWK V430-FXXXXXXX code reader uses part numbers V430-AF0, AF1, and AF2. Please select the correct accessory from the table 
based on your camera part number format.

Additional Optics Options

Appearance Type Part Number

Front Window Installation Kit V430-AF10 *

Diffuser Installation Kit V430-AF11 *

Polarizer Installation Kit V430-AF12 *

Right Angle Mirror Installation Kit V430-AF3

YAG Filter Installation Kit V430-AF4

ESD-Safe Window Installation Kit V430-AF5

Red Filter Installation Kit V430-AF6

Blue Filter Installation Kit V430-AF7

Accessory Prior V430-FXXXXXXX Code Reader New V/F4X0-FXXXXXXX-XXX Code Reader and Smart Camera

Front Window Installation Kit V430-AF0 V430-AF10

Diffuser Installation Kit V430-AF1 V430-AF11

Polarizer Installation Kit V430-AF2 V430-AF12

Product Appearance Type Part Number

Front Window Installation Kit V430-AF0R

Diffuser Installation Kit V430-AF1R

Polarizer Installation Kit V430-AF2R

V430-F Window Kits


